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Thread tape
required.

MPF-1/8QTM 1/8" Quick Test NPT Male

MPF-1/8MPT 1/8" NPT Male

MPF-1/4QTM 1/4" Quick Test NPT Male

MPF-1/4MPT 1/4" NPT Male

MPF-1/8QTF 1/8" Quick Test NPT Female

MPF-1/4QTF 1/4" Quick Test NPT Female

MPF-1/4FPT * 1/4" NPT Female

MPF-1/2QTF 1/2" Quick Test NPT Female

MPF-1/8BSPF G 1/8" Female

MPF-1/4BSPF G 1/4" Female

MPF-3/8BSPF G 3/8" Female

MPF-1/2BSPF G 1/2" Female

MPF-MPF Female to Female

MPF-MPFTU T-Union (Female)

MPF-MPFBULK Bulkhead (Female to Female)

MPF-CAP Cap

MPF-M20QTF M20 x 1.5 Quick Test Female

MPF-M20X1.5F M20 x 1.5 Female

MPF-QCN Quick-Connect Nut

MPF-AN4M AN4 Male

MPF-1/4TBM 1/4" Tube Male

MPF-3/8TBM 3/8" Tube Male

MPF-1/2TBM 1/2" Tube Male

MPF-5/16TRM for Foxboro, Rosemount, & Yokogawa

MPF-1/4TRM for Honeywell
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Additional NPT sizes available in non-CPF MP adapters

Additional NPT sizes available in non-CPF MP adapters

1/4BSPF-1/4BSPF*

MPM-BSPP *
1/4" MBSP CPF Adapter

MPM-BSPP *
1/4" MBSP CPF Adapter

SPK-HPC-004 *
1/4" MBSP/1/4" MBSP
Banjo Connector

60R120 *
Bonded Seal

*

65R975
1/4" MBSP

Fluid
Reservoir

60R135
1/4" MBSP

Isolation
Valve

*

*

* These parts are included with the pump.
 All other parts are supplied as part of a pump system, or may be ordered separately.

(All BSP connections require bonded seals.) 

*

3000 PSI

XP2i  Digital Test Gauge

Hi

Lo

peak

clear

zero
units

Intrinsically Safe

nVision  Reference Recorder

clr

enternextsetup

m1  Digital Gauge

MPF-1/8MPT

P-018-CPF to  Crystal Reference Indicator 


